NOVUS Enregistreur AHD Hybride 16 Voies & Mpx
+ 8 IP

DVR 16 canaux Vidéo, 16 canaux audio - Enregistrement 480 fps (AHD), up to 240 fps (IP) - Capacité de stockage 2 x
HDD 3.5" SATA (28 To au total ) ( non fourni ) - Sorties video | x HDMI (4K UltraHD), | x VCA (FulHD) - Supporte cameras
HD analogiques (720p, 1080p, 4MPX, SMPX, 8MPX) - Supporte cameras AHD, TVI, CVI - Supporte IP cameras (mode

hybrid) - Intelligent image analysis -+ Caméras PIR supportees
oVus

[
==
<
\O
Q0
(2%
LU

Caractéristiques Principales Données Techniques

Entres Vidéo 16 x BNC

ot BEEBE = Sorties moniteur | g (4K UltraHD), 1 x VGA (FUlHD)

Produits Conseillés

IP Streams
Mode hybrid
Mode IP

Résolution

Entrées/sorties
Audio

Format de
Compression

Enregistrement

Enregistrement IP

Mode IP

Mode IP

Mode
d'enregistrement

Relecture

Relecture IP

NV-RCEXSAHD

Recepteur de telecommande IR

DVR mode: 16 x BNC + 0 x IP
16 x BNC + & x P
0xBNC + 24 x IP
max. 2592 x 1944
16 x RCA (Ling-in)/1 x HDM, 1 x RCA

H.264, H265

480 fps (1280 x 720 - HD), 240 fps (1920 x 1080 - FullHD), 288 fos

(1280 x 1440 - 4Mpx Lite), 240 fps (1280 x 1944 - SMpx Lite), 128

fps (2560 x 1440 - 4Mpx)
Mode hybrid 240fps

720fps

96 Mb/s in total from all IP cameras

continuous, friggered by: REC/PANIC button, alarm input, motion

detection, PIR alarm
480 fps

480 fps
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